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COMPACT 


Units are designed for operation as follows. 


U.S.A. and Canada .. AC 120 V only 
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For the U.S.A. 


The marking of products using lasers | 


The marking is located on the rear panei and says that 
the component uses laser beams that have been clas- 
sified as Class 1. It means that the unit ts utilizing laser | 
beams that are of a weaker class. There is no danger of | 
hazardous radiation outside the unit 


* For the U.S.A. 


| Note to CATV system installer: 


This reminder is provided to call the CATV system 
installers attention to Article 820-40 of the NEC 
that provides guidelines for proper grounding and, 
in particular, specifies that the cable ground shall 
be connected to the grounding system of the 
building, as close to the point of cable entry as 
practical 


FCC WARNING 

This equipment may generate or use radio frequency | 
energy. Changes or modifications to this equipmentmay 
cause harmful interference unless the modifications are | 
expressly approved in the instruction manual. The user 
could lose the authority to operate this equipment if an l 
unauthorized change or modification is made | 


NOTE: | 
This equipment has been tested and found to comply | 
with the limits for a Class B digital device, pursuant to : 
Part 15 of the FCC Rules. These limits are designed 
to provide reasonable protection against harmful : 
interference in aresidential installation. Thisequipment ! i 
may cause harmful interference to radio| 
communications, if it is not installed and used in 


: accordance with the instructions. However, there is 
} no guarantee that interference will not occur in a{ 


particular installation. If this equipment does cause 

harmful interference to radio or television reception, 

which can be determined by turning the equipment 

off and on, the user is encouraged to try to correct the 

interference by one or more of the following measures: 

-~ Reorient or relocate the receiving antenna. 

—— Increase the separation between the equipment 
and receiver 

~~Connect the equipment into an outlet on a 
circuit different from that to which the receiver 
is connected. 

-— Consult the dealer or an experienced radio / TV 
technician for help. 


Safety precautions WARNING : TO PREVENT FIRE OR ELECTRIC 
SHOCK, DO NOT EXPOSE THIS AP- 

PLIANCE TO RAIN OR MOISTURE. 

CAUTION wN CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE 


RISK OF ELECTRIC SHOCK 
DONOT OPEN 


; COVER (OR BACK). NO USER-SERVICEABLE PARTS INSIDE, REFER SERVIC- 
» ING TO QUALIFIED SERVICE PERSONNEL 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, IS 
INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED “DANGEROUS VOLTAGE” 
WITHIN THE PRODUCT'S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE TO CONSTI- 
TUTE A RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE USER 
TO THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) INSTRUCTIONS 
IN THE LITERATURE ACCOMPANYING THE APPLIANCE. 
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Before applying power 
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Safety precautions .... 
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System connection... 
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Antenna connectio: wid 
Connection of audio cord . 10 
Connection of speakers .... 12 
Connection of system control cord ~ 13 


Power Cord Connection 
Controls and indicators... 
Main Unit... 
Remote control Uni 
Operation of remote CONtFOL UMIL.....csseeeerereen 


Basic section 


Hearing sound... 
Basic use ....... 
Playback of 
Playback of tape 
Receiving broadcast station .. 
One-by-one presetting (manual preset, 


Recording 


Recording 
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Application section 


Playback of ED... cccssssssscssssssssssssssssesssenseennnecsssnnies 
Listening in the desired sequence 
{program playback) 
Repeated playback .. 
Listening to an unexpected track sequence 
(random playback)...... 
Convenient CD recording 
Selecting the optimum recording Method ..........-eecese 
Giving preference to the tape length 
over the track sequence 
(time edit reCOrdIAG) .....-.-.sssscsseseecssnreescsieeersstenstenees 
Recording only desired tracks 
(ONE TOUCH EDIT.single track recording) 
One-touch recording of an entire CD 
(ONE TOUCH EDIT....reconding of all tracks) 
Listening with high sound quality (Pure A) 
Listening in Pure A mode 
Clock adjustment 


Timer operation . 
Operate easy To use Timer (0.T.T.} 
Sleep timer ........ 
Timer programming ... 


Knowledge section 


important items 
Handling of discs and tape: 
Maintenance 
Reference... 
in case of difficulty 
Specifications. 


IMPORTANT SAFEGUARDS 


Please read all of the safety and operating instructions 
before operating this appliance. Adhere to al! warnings 
on the appliance and in the instruction manuai. Follow ail the 
safety and operating instructions. These safety and 
operating instructions should pe retained for future 
reference 


1. Power sources - The appliance should be connected 
to a power suppiy only of the type described in the 
instruction manualoras markedon the appliance. if you 
are not sure of the type of power supply to your home 
consuit your appi:ance dealer or local power company 
For appliances intended to operate from battery power, 
or other sources, eer to the instruction manual 


2. Power-cord protection — Power-supply cords 
snouid be routed so that they are not Itkely to be 
walkea on or pinched by items placed upon or 
against tnem, paying particular attention to cords 
at plugs, convenience receptacles, and the point 
where they exit from the appliance 


3. CAUTION - Polarization — This appliance may be 
equinped with a polarized atternating-current line plug la 
plug having one blade wider than the other). This plug 
will ft Into the power outlet only one way. This is @ 
safety feature. If you are unable to Insert the plug fully 
into the outlet, try reversing the plug. If tne plug should 
stil! fau to f=, contact your electrician to repiace your 
obsolete outlet. Do not defeat the safety purpose of the 
polarized piug 


4. Ventilation — Slots and openings in the cabinet are 
provided for ventilation and to ensure reliable operation 
of the appiance and to protect it from overheating, ana 
these openings must not ve blocked or covered. The 
appuarce shoutd be situatea so that its focation or 
position goes not interfere with its proper ventilation 
To maintain good ventilation, do not put records or a 
table-cloth on the appliance. Piace tne appliance at least 
10 cm away from tne walls 
Do not use tne appliance on a bed, sofa, rug or similar 
surface tnat may block the ventilation openings. This 
appliance snould not be placed in a built-in installation 
such as a D0okcase oF rack unless proper ventilation ts 
provided or the manufacturer's insiructions have been 
adnered to 


5. Water and moisture — The appliance should not 
be used nea’ water - for example. near a bathtub, 
washbow:, kitcner sink, laundry tub, in a wet 
basement, or near a swimming pool, etc 


6. Temperature - The appliance may not function 
properiy if used at extremely tow, of freezing 
temperatures. The ideal ambient temperature is 
above +6°C [41°F} 


10. 


11, 


12. 


13. 


14. 
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Heat - The appliance should be situateg away 
from heat sources Sucn as radiators, heat registers, 
stoves, or other appirances lincluding amplifiers) 
that produce neat 


Electric shock - Care should be taken so that 
objects do not fall and iquid is not spilled into the 
enciosure through openings. !f a metal objects 
such as a hair pin or a needle, comes into contact 
with the inside of this appliance, a dangerous 
electric shock may result. For families with 
children, never permit children to put anything, 
especially metal, inside this appliance 


Enclosure removal ~ Never remove the enclosure 
If the internal parts are touched accidentally, a 
serious electric shock might occur 


Magnetic fields — Keep the appliance away from 
sources of magnetic fields such as TV sets, speaker 
systems, radios, motorized toys or magnetized 
objects 


Cleaning - Unplug this appliance from the wall 
outlet before cleaning. Do notuse volatile solvents 
such as alcohol, paint thinner, gasoline, or benzine, 
etc. to clean the cabinet. Use a clean dry cloth 


Accessories — Do not place this appliance onan unstable 
cart, Stand, tripod, bracket, or table. The appliance may 
fall, causing serious injury to a child or adult, and serious 
damage to the appliance. Use only with a cart, stand, 
tripod, bracket, or table recommended by the 
manufacturer, or sold with the appliance. Any mounting 
of the appliance should follow the manufacturer's 
instructions, and should use a mounting accessory 
recommended by tne manufacturer. An appliance and 
cart combination should be moved with care. Quick 
stops, excessive force, and uneven surfaces may cause 
the appliance and cart combination to overturn 


Lightning — For added protection for this appliance 
during a lightning storm, or when it is left unattended 
and unused for long periods of time, unplug it from the 
wall outlet and disconnect the antenna or cable system 
This will prevent damage to the appliance due to lightning 
and power-line surges 


Abnormal smell - if an abnormal smell or smoke 
is detected, immediately turn the power OFF and 
unplug the appliance trom the wali outlet. Contact 
your dealer or nearest service center 


15. 


A. 


B 
Cc. 
D 


16. 


17. 


Damage requiring service — The appliance should 
be serviced py qualified service personnel when 
The power-supply cord or the plug has been 
damaged 

Obiects have faller, or jiquid has been spilled into 
the apptiance 

The appiiance has been exposed to rain or water 
The apptiance does not appear to operate normally 
by following the instruction manual. Adjust only those 
controls that are covered by the instruction Manuai as 
an improper adjustment of other controls may result in 
damage and wili often require extensive work by 4 
qualified technician to restore the appliance tots normal 
operation 

Tne appliance nas been dropped, or the enclosure 
damaged 

Tne appliance exhipits a marked change in performance 


Servicing - The user should not attempt to 
service the appiiance beyond tnat described ir the 
instruction manua:. Al other servicing should be 
referred to qualified service personnel 


Outdoor antenna grounding — |f an outside 
antenna is connected to the appliance, be sure the 
antenna system is grounded so as to provide 
some protection against voltage surges and built 
up static charges. Article 810 of the National 
Electrical Cade ANSI/NFPA 70, provides 
information with respect to proper grounding of 
the mast anc supporting structure. grounding of 
the lead-in wire to an antenna discharge unit, size 
of grounding conductors, location of antenna 
discnarge unit, connection to grounding 
erectroges, and requirements for the grounding 
erectrode. See Figure 


EXAMPLT OF ANTENNA GROUNDING AS PER 
NAT ONAL ELECTRICAL CODE 


ue ANTENNA 
LEAD IN WIRE 


GROUND 
CLAMPS, 


ELECTRODE SYSTEM 
INEC ART 250 PART Hi 


iN 
ANTENNA 
ue _ DISCHARGE UNIT 
INEE SECTION 810. 
ELECTR ¢ 70 
SERVICE ~ 
EQUIPMENT ~ _ GROUNDING CONDUCTORS 
~ INEC SECTION 810 211 
- GROUND CLAMP 
+ POWER SERVICE GROUNDING | 


NEC - NATIONAL ELECTAICAL CODE 


18. Power lines — An outside antenna system should not 


19.AC outlets - 


20. 


21. 


22. 


23. 


be located in the vicinity of overhead power lines or 
other electric light or power circuits, of where it can fall 
into such power tines or circutts. When installing an 
outside antenna system, extreme care should be taken 
to keep trom touching such power lines of circuits as 
contact with them might ve fatal 


Do not connect other audio 
equipment with a power consumption larger than 
that specified to the AC outlet on the rear panel 
Never connect otner electrical appirances, such 
as an iron or toaster, to it to prevent fire or electric 
shock 


Overloading — Do not overload wall outlets, extension 
cords, or integral convenience receptacles as this can 
result in a risk of fire or electric shock 


Attachment - Do not use attachments not 
recommended by the appliance manufacturer as they 
may cause hazards 


Replacement parts — When replacement parts are 
required, be sure the service technician has used 
replacement parts specified by the manufacturer or 
have the same characteristics as the original parts 
Unauthorized substitutions may result in fire, electric 
shock, or other hazards 


Safety check - Upon completion of any service or 
repairs to this applance, ask the service technician to 
perform safety checks to determine that the appliance 
1s in proper operating condition 


Notes 
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tem 3 is not reauired except for grounded or polarized 
equipment 

Item 17 and 18 are not required except for units provided with 
antenna terminals 

Item 17 complies with UL in the U.S.A 


PrOparaUed. SUGUYAL 0 


The High grade Micro Component Series 


Thank you for purchasing the High grade Micro component series. 

This system is available in various configuration according to your preferences. 

The system configuration is up to you, but as the following convenient system operations can be 
executed by connecting the various units to the system control, the respective units should be pur- 
chased as required. 


Remote Control 
The remote control supplied with the receiver can be used for basic operation of the source units (CD 
player, cassette deck, MD recorder) 

Automatic Operation 
When playback 1s started on the playback source unit, the input selector on the amp tuner will 
automatically be set to input for that source unit. Also, when source Input IS selected on the amp tuner, 
playback of the input source unit will be started automatically 

Synchronized Recording 
With recording from CD or MD, it Is possible to start synchronized recording by the recording unit (MD 
recorder or cassette deck). (Recording from one MD recorder onto another one is not possible.) 
There are also other convenient functions like one-touch edit recording for CD and MD etc. 

Timer Operation 
The clock function of the receiver can be used for mer playback and timer recording of source equipment 
iCD player, cassette deck, MD recorder) 


High grade Micro Component Series components 
R-SE7 (receiver) X-SE7 (cassette deck) 
DP-SE7 (CD player) DM-SE?7 (MD recorder) 


About the Instruction Manual 


While some models of the High grade Micro component series have an instruction manual explaining 
the system operation for R-SE7 (receiver), DP-SE7 (CD player), and X-SE7 (cassette deck), other modeis 
have only an operation manual for that model itself. This is done so that the system operation can be 
done easily even when optional equipment is purchased at a later date. Please read the required sections 
according to the components you purchased. 

With the High grade Micro component series, the system explanations show only the connection method 
for the DM-SE7 (MD recorder). Please refer to the instruction manual enclosed with the DM-SE7 for the 
detailed operation. 


r T 
' Model name Enclosed instruction manual 
| (name of the purchased component} | {explained models) 


| Basic system (R-SE7, DP-SE7) | System instruction manual (R-SE7, DP-SE7, X-SE7) 


| Cassette deck (X-SE7) | Individual instruction manual (X-SE7) 


pmo recorder (DM-SE7) Individual instruction manual (DM-SE7) 


Special features 


@ Amplifier unit that accomplishes high grade sound quality and low distortion 


e@ “Pure A” High Quality Mode at Low Volume ~ 38, 


| When ustening with low volume close ta the set oF late at night, we recommend the “Pure A” operation mode Then you 
| can enjoy smooth high-quality sound wrth kittie distortion. Please use the normal mode to listen at higher voiumes. 


@ CO player unit that accomplishes improved sound quality and stability 
o Newly developed 0.R8.1.V.E. IC installed 


A D.R.LV.E. (Dynamic Resolution incentive Vector Enhancement) IC that rapidly improves distornon at minute | 
levels is installed in tne CD player in order to extract the maximum pertormance possibe from the CD i 


w Convenient easy to use operation 
@ Easy Operation 


my 1 
When tne High graae Micro component series is connectec to the system control, ‘nput switcning with the + 

| input selector (TAPE, TUNER, CD, MD} of the R-SE7 will start playbacx by the selected unt. Reversely, wnen 
playback 's started from a unn, the mput will be swrcned automatically to this unit 


@ CD TEXT compatibility 
; Disc titie ard track names recorded on tne CD appear in the display of the MD player {DM-SE7: sold separately) 


: 


@ Convenient Edit Recording - 3%, 


Time edit recording: Recording so that no track is interrupted within the specified time 
One-touch edit recording: When listening to a CD, either a single track or the entire CD can be recorded on tape 
by one-touch operation 


© Simple Timer Operation 


The wake-up timer and the sleep timer can be sei easily 
A daity program timer also can be reserved 


Unpacking 

Unpack the unit carefully and make sure that all accessories are put aside so they will not be lost 

Examine the unit for any possibility of shipping damage. If your unit is damaged or fails to operate, notity your dealer immedi- 
ately. H your unit was shipped to you directly, notify the shipping company without delay. Only the consignee (the person or 
company receiving the unit) can file a claim against the carrier for shipping damage 

We recorrmend that you retain the original carton and packing materials for use should you transport or ship the unit in the future. 


im . 
: Accessories 1 
Accessories using with R-SE7 Accessories using with DP-SE7 
Audio cord (1) 
' AM loop antenna (1) System control cord (1) 


| Loop antenna stand (1} | 
FM indoor antenna (1} | . . . 
Remote control unit (1) Accessories supplied with X-SE7 
Batteries (R6/AA} (2) Audio cord (2) 
System control cord (1) 


7 1En/K) 
The High grade Micro component series permits various combinations according to the purchased 
components. As the installation differs according to the components you purchase, please install cor- 


rectly under reference to the illustrations. 


Basic System (R-SE7, DP-SE7) 


Seen from the front Installation method 


O @O,. 
fm = R-SE7 
a. OFZ 
— DP-SE7 
—— 


Basic System + Cassette Deck (R-SE7, DP-SE7, X-SE7) 


. Seen from the front Installation method 


_ R-SE7 

O@ lo ©OO ; 
—a3 2 = lontionall 
se DP-SE7 
oo -- (BE 


Basic System + MD recorder (R-SE7, DP-SE7, DM-SE7} 


Seen from the front Installation method 


_—_—— R-SE7 

O® || -0F]] ©O DM.SE7 
(optional) 

= DP-SE7 


Full System (R-SE7, DP-SE7, DM-SE7 X-SE7) 


Seen from the front Installation method 


@) 
O 


DP-SE7 R-SE? 
DM-SE7 X-SE7 
{optional} (optional) 


When the power of the R-SE7 (receiver) is switched on, the heat generated on the inside is 
| CAUTION _ radiated to the outside. Always install the R-SE7 on top, and don't place any objects impairing 
heat radiation onto the top of the unit. 


1. Antenna connection 


Connect the antenna as shown in the figure. 


Do not plug the power cord into a wall AC outlet until the connection has been completed. 


Connection of the Accessory Antenna 


FM indoor antenna 

The accessory antenna is for temporary indoor use only. 
For stable signal reception we recommend using an out- 
door antenna. Remove the indoor antenna If you connect 
one outdoors 


FM indoor »— 


The supplied antenna is for indoor use. Place it as far as 
possible from the main system, TV set, speaker cords and 
power cord, and set it to a direction which provides tne 
best reception 


AM loop antenna 


antenna \ 


ae 


@Strip the coating from the tip of 
cord and twist the conductor 

@ Locate the position providing good 
reception condition 


F300 /77 GND 


ee oe 


AM loop 


T antenna 


ANTENNA 


@OFix the antenna. 


Incase of bad reception 


7 Guo 


10mm 10mm 


FM outdoor # ro 
antenna ——-_( 
(commercially a <a 
avaiable) 
FM outdoor antenna 


Lead the 75 coaxial cable connected to the FM outdoor 
antenna into the room and connect it to the FM 758 
termimal 


R-SE7 


ANTENNA 


» Prepaseuea S00U08 00% 


2 Connection of audio cord 


Here, connection of separately sold components 
also will be explained under consideration of 
system connection. Please install correctly 
according to the purchased components and 
connect the required cords. 


R-SE7 


Malfunction of microcomputer 
{f operation is not possible or erre- 
neous display appears even though 
all connections have been made 
properly, reset the microcomputer re- 


ferring to “In case of difficulty”. 
~ AB 


Audio cord (Suppied with R-SE7} 


RIAA equalizerfamp iP-100i 


Optional record player with internal ] 
co or videodeck (etc.1 


SPEAKERS. 
Veoveas 


SYSTEM 
CONTROL 


Audio cord (x2! 
(Supplied with 
X-SE7! 


X-SE7 (optional) 


‘AC 1200 


‘SYSTEM 
CONTROL 


r 


Connection with Optical Fiber Cable 


DM-SE7 


DIGITAL IN 
OPncaL 


DP-SE?7 


Dicrrat 
ouTeLuT 
opmical, 


ur 


Remove cao 


™ Opucal finer cable fra 


This is used for digital connections. Digital trans- 
mission permits recording without loss of the 
high CD sound quality. 


Remove the cap and connect an optical fiber 
cable. 


| Caution regarding placement 
GEA) To maintain proper ventilation, be sure to leave a 
space around the unit {from the largest outer dimen- 
| sions including projections) equal to, or greater than, 


Caution for Connection 
} shown below. 


Connect the equipment as shown in the figures. 
+.Do not plug in the power cord until all connec- top panel : 50cm 
tion are completed. | side panel : 10cm 

| rear panel: 10cm 


DP-SE7 


El 
i 


d 
a 
& 


@ © 


1 Audio card {x2} 


one (Supplied with DM-SE7i 
m™ DM-SE7 (optional) 


Alo 


: 


Se a 


Optical 

fiber caple 
iSuppued 
with DM-SE71 


1.In case an associated system component is connected, also read the instruction manual of the component. 
2.Insert the optical-fiber cable straight into the connector until it clicks. 

(ers! 3.Be sure to attach the protection cap when the connector is not used. 
4 Be careful not to bend, coil or bundle the optical fiber cable 


oon . ae 


RSE? /DP-SE//X-SE/ IEn 


3. Connection of speakers 


Connect the speakers as shown in the figure. 
Do not plug the power cord into a wall AC outlet until the connection has been completed. 


@ Cord preparation. 
1 —— <a. ; a 
! O® Speaker (right) Speaker (left) ©) O | 
H (6-162) {6-160} 
: @ Loosen. 
OTe 

@ Insert. | | “Ge ‘ 

ary @ 

| a 

. 

| O Secure. xX VV 

i | 

| : 


Connection of banana plugs 


@ Secure. 


@ Insert. 


@Souna will not be heard if the 
speaker terminal 's not fully se- 
| cured 


@ Never short-circuit the + and - speaker cords 
The protection circuit w-il operate and no sound will 
be out oui 
@ If the left and right Speaker connections or the + and 
- polarity are inverted, the sound will be unnatura! 
with unclear localization of musicai instruments, etc 
Be sure to connect them without mistake Super woofer (SW-500) (optional) 
Extremely low frequency sound is played back powerfu 
This can be used with any type of playback 


Pon far 


AURORA TENS IY 


4. Connection of system control cord 


Connect the system control cords and the power cords as shown in the figure. 


System controi cord 
(Suppited with R-SE7) 


System control cord System control 
{Supplied with X-SE7) 


jal} q 


Connection of system control cord 


DM-SE7 
(optional) 


X-SE7 (option. 


Plugging the connector Unplugging the connector 


| Insert the plug straight into the connector until it locks While pushing the two sides of connector in, pull it 
| straight out 


— 


5, Power Cord Connection 


Insert the power cord plug into a wall AC outlet after all other connections have been completed. 


1. Be sure to insertall connection cords securely. If their connections are imperfect, the sound may not be produced 


or noise may interfere 

ae 2 Before plugging or unplugging a connection cord, be sure to unplug the power cord from the wali AC outiet. 
if connection cords are piugged or unplugged with the power cord left plugged in, malfunction or damage may 
result 


Main Unit 


TUNED tnaicator 
Stereo reception ina.cator 
AUTO -ndicator | | 
MUTE ina:cator _— | 


imate surest CONES 


frequency leve: display anc 


Cnaracte: information asplay 


Receiver R-SE7 


- _-L.. 
C Display | 


Memory indi 
Times Program inaicatoy 


CALC 


KENWO 


buses bode 


indicator of Aand BiEDIi made! 
RANDOM indicator 
REPEAT indicator 


Co ‘Display _ ; 


TOTAL inaicator 


Program mode 


j SPACE indi 

iL i. inci 

FE H 1 2 3 4 5 
6 7 8 9 10 

112 18 1818 


indicator = 
eae om 
STANDBY indicator | 


Pavbace ‘Pause inacator = 


UC Time aispiay 


baddede 


Track number display 


Receiver R-SE7 


@ “on/standby” key = 18. 
The power is switched ON and OFF istandbyi. At tne 
time of system connection, tne power Is switched ON 
and OFF for the entire system 

® “phones” jack = 239, 
Headphones with a stereo mimi plug (optional) can be 
connected 

© “volume control” knob ~ 18. 
Normalty, this is used to adiust tne volume. It 1s also 
usea for timer reservation and clock setting ‘ 

@ Pure A indicator = 39 
This ignts at the time of pure A mode 

© “pure A” key 
When tne power 
OFF 
Wher the power is OFF: Switches A.P.S. auto bower 
savel ON/OFF 

ONL. key = 8 
This 1s used for bass and treble compensation 


+ 1d. - 38. 
sON : Switches Pure A mode ON/ 


Cassete deck X-SE7 


@ “enter” key d 
Used tor time setting, timer setting. storing radio sta- 
tions etc 

© “input selector" key ~ 46, 
This selects tne input source. When TAPE, CD, or MD 
is selected and a tape o” disc already nas been set, 
playback starts automaticaly 

© “tuning” (A Vv) key 
When the power is ON : Used for station tuning 
Wher tne power is OFF: Used for timer reservation 

Akey: Program ON/OFF 
vey: O.T.T. reservation 

® “band” key ~ 26, - 44. 
When the power is ON . Reception band switching 
When the power is OFF. Used for timer reservation 

@ “auto/mono” key — 27 = 40, 
When the power is ON: The tuning mode Is Switched 
When the power is OFF: Used for clock setting 

@ Remote control sensor - 12 
This is used with the R-SE7 system remote control 
(RC-SE9) 


Ih 
pi 


@ Tape tray - 2 
This houses the cassette tape 
6 “on/standby” key/Standby indicator 
The power Is switched ON and OFF (stanaby). This is 
rot used 'n case of system connection 
© Dolby NR key/indicators = 223. 
Doby noise reduction ON/OFF switching is executed 
© Playback keys («1 »)/Operation indicator ~..2 
ofing stop and pause: tne tape direction tights red. 
unng playback and recording: the tape direction lignts 
green 
During fast forwara and rewind: the tape direction 
flashes greer 


@ Pause (11) key/indicator 

© Record (@) key/indicator 
Recoraing is started. When this switch is pressed 
during recording, an unrecorded (piank) portion of about 
4 sec is proauced and then the tape stops 

© Fast forward and rewind (<4 me) keys -1% 

@ “rev. mode” key/indicator 3. 
The reverse made of the deck (both sides, one side} is 
switched 

@CRLS key/indicator 
The recording level is set automatucally according to the 
sound source being recorded 


@ Open/Close key (4) = 
This opens the tane tray for tape insertron and removal 
G Stop (m) key — 23, 
CD player DP-SE7 
@ Disc tray - 20 © Playback/Pause key (»/1) 


One disc can be siored 

@ Remote control sensor 
Ths s ot used witn system cornectior 

© “on/standby” key 
The power is switched ON ara OFF (standby?. This +s 
not used with system connection 

© Open/Close key (4) — 20 
Tne disc tray is opened ard closed 


G “repeat” key 
This is used for repeated playback of a CD 
@ Stop (m#) key 
O Skip (<< p>) key 
© Fast forward, rewind (<< »») key 
® “time” key 
The CD time display is switcned 
@ “space” key a2 
During program playback,.a silent part of several sec- 
onds is produced between tracks. 


Remote control Unit [RC-SE9] 


RSE? /DP-SE" /% SET IEP 


When the system contro! cord is connected, this remote control can be used to operate the entire 


system. 


The keys on the remote control unit with the same names as on the main unit have the same function 


as the keys on the main unit. 


KENWOOD 


Youu 
ivpuy nd sure CONTAOL 


REMOTE CONTROL UNIT 
RC-SES 


@O SLEEP key = 4h 
Use to set the steep timer 
@ Cassette deck operation keys ~ 22, 


These keys are used to operate the cassette deck 
(X-SE7} 

© Numeric keys 
These xeys cam be used as numeric keys when CD or 
MD 1s seiected as input. When TUNER is selected as 
input, preset stations can be called 

QO.T.E. key - 35, 
When this key is pressed during CD or MD playback, 
ony tne track being playec at that t'me will be recorded 
on tape. When this key Is pressed during stop, the CD 
or MD selected at that time will be recorded on tape 
from tne first track onward 


- 2) ~ 27 


© 4 mei key 
(Skip/Preset call) 
Wher TUNER Is selectea 
This is used as preset cai! key. 
When CD or MD is selected 
This 1S used as skip key 


OQ BAND key eth 
This is used to switch the tuner reception bands 

@N.B. key ~ 13, 
This is used for bass and treble compensation 

O INPUT key 


This key seiects the input source. When TAPE, CD, or 
MD is selected and a tape or disc already has been set, 
playback starts automatically 

© on/standby key 8 
The power for the receiver is switched ON and OFF 
(standby). At the time of system connection, the power 
is switched ON and OFF for the entire system 

@ DISPLAY key -. 
Switches the display on the AMP/TUNER (R- SET) 
(between the clock display and tne input display). 

@ RANDOM key - 
Selects CD or MD tracks randomly for playback 

@ CLEAR key 
Tne contents af the CD program playback are cleared 
title by title from the end 

@® P.MODE keys 
Used to program the CD playback sequence 

@EDIT key 
Used for CD edit recording (time edit recording) 

®CD operation keys 
These keys are used to operate the CD player 

@ MD operation keys 
These keys are used to operate the MD recorder 
(DM-SE7) 

@ VOLUME CONTROL keys 
This has the same function as the volume control knob 
on the main unit. However, the Al VOLUME function 
does not operate 

@ MUTE key = 218, 
This is used to mute the sound temporarily 


/DP.BE? /X.SET [En /*) 


Loading batteries 


@ Remove the cover. @ insert batteries. © Close the cover. 


ee 


@ insert two R6 i“AA"-size) batteries following the polarity indications 


r 


Operation Operating range approx.) 


After plugging the power cord of this unit, press 
| the on/standby key of the remote control unit to 
| turn the power of the system ON. When the 


| power is turned ON, press the key of the function 
| to be operated. 


Remote 
sensor 


Model: RC-SE9 
ie When oress'ng more thar one remote control keys Intrared ray system 
i success-vely, press tre keys securely by leaving an 
interval of 7 second or more betweer keys 


2.When the remote controllable distance becomes short, replace both of the batteries with new ones. 
3.1f direct sunlight or the light of a high. frequency fluorescent lamp (inverter type, etc.) is incident to the remote 
senso’, malfunction may occur. In such a case, change the installation position to avoid malfunction 


da 1. The provided batteries are intended for use In operation checking, and their service life may be short 
Nore) 


Basic use 


Listening through headphones 


Muting the sound temporarily 


Bass and 


treble compensation 


Ten 


| 
== 
= <2) 


Press the “on/standby” key of 
the receiver. 


4, Switching the power ON (OFF). 


power When the “on/standby” key is @ Theentire system can be switched 
—~ pressed while the power is ON, ON and OFF. The on/standby 
{ the power will be switched key on the remote control has the 
iN OFF. same function 
— @The display part becomes dark 
on/standby when the power is switched OFF. 
(DIMMER function) 
2. Selecting the desired output. 
input selector - 1 eR 26 For MD, refer to the instruction 
l i 3 TAPE manual for the MD recorder (DM- 
| «4 MD SE7}. 
L 
5 AUX @ When CD, TAPE or MD is selected, 
playback will start when a disc or a 
tape already has been inserted 
3. Volume adjustment. 


@ Quick turning produces a larger 
change amount. (Dynamic rotary 
volume control function) 

@The display shows a reference 
value 


Muting the sound temporarily (Remote contra! unit only) 


ae Blinks = -R-SE7 
OV? 
~— aT 
SO) Shue 
. -V/ 1 Yo 
Remote control unit | 


@ Press again to resume the original volume. 
@ This is also cancelled when the volume is adjusted 


Bass and treble compensation in: Natural Bass circuit) 
NB. R-SE7 Lights 


c= 


The indication changes each time this key is 
pressed. 

‘TNB ON1...The high and the low range are 
compensated according to the vol- 
ume (effective for low volumes). 

2NB ON2...The high and the low range are 
compensated independent of the 
volume. 

<3.NB OFF 


Listening through headphones 
@ Insert the headphone plug into the phones jack. 


@ Headphones witha stereo mini plug can be connected. 
@ The sounds from all speakers are cut off. 


© Adjust the volume. 


() | 
\ 


When CD has been selectec 
R-SE? 


AUTO POWER SAVE function 

When the power is ON and neither recording nor 
playback is executed for 30 minutes or more, the 
power is switched off automatically by this func- 
tion. This function can be made active or not active 
by the following operation. 


pure A 


H Press when the power is OFF. Ky 


Each press switches the modes as follows. 
+ 1-APS ON..... Auto power save is used. 
— 2.APS OFF.... Auto power save is not used. 


@ When the TUNER input is selected, it is available only 
when the volume is set to 0 


| Power Switch Standby 

| When this system is in standby condition (time display 
for the R-SE7, STANDBY indication for DP-SE7, standby 
indicator {it for X-SE7}, a slight current flows for memory 
protection 
At this time also, the remote control can be used for 
power ON 


Playback of CD 


Playback from 
desired track 


O 


Skipping tracks —~ 


To fast forward and backward — 


To stop playback 


is pressed again. 


+ 
TA 
@ Open the tray. 
@ Place a disc. 
© Close the tray. 
The tray opens when the key is 
pressed and closes when the key 


1. Load a disc. 


The label must be on top 


sn 


[8 


2. Start playback. 


When the power is ON and a disc has been set in ad- 
4 ey vance to the CD player, playback will start just by set- 
{ 
- 


ting the input selection to CD. 


Skipping tracks 


To skip backward To skip forward 


e@ The track in the direction of the button pressed is 
skipped, and the selected track will be played from the 
beginning. 

@ When the Ke key is pressed once during playback, the 
track being played will be played from the beginning. 

@ To skip further to the previous track, press the td key 
quickly. 


Playback trom desired track 
Select the desired track No. 
ooo 
aod 
aoe 
oe 
Press the numeric keys as shown below... 


To enter track No. 23 : (+10) 3 
To select track No. 40 : [+10) [+10] [+10] (+10) [0] 


Remote control unit 


To fast forward and backward 


esta _— 
To backward C To forward 
Playback starts from the position where the key is 


released. 


To pause playback 


@ Each press pauses and plays the CD alternately. 


To stop playback 


@ Do not toucn the playback side of disc 


The recorded track Nos. are shown 


tor 3 4s 
6 7 6 3 tt 


| 
rs | 
DP-SE7 


@ After a few seconds, play starts frorn track No.1 


Time display on CD player 


Each press of the “time” key changes the displayed 
contents. time 


acer 


md i: @ 3 Elapsed time of track being 
j played 

| 2. ~ @: 3 4 Remaining time of track being 
ora played 

4S Elapsed time of entire disc 
rom 

: 5 Remaining time on entire disc 


@ Inedit mode andin random mode, display is made only 
for the track being played 


| About the CD TEXT function 

When a CD with text information (Titles, Artist name, 
etc.) is loaded and the optional MD player (DM-SE7} is 
connected, the disc title and track names appear in the 
display of the MD player. See the operating instructions 
for DM-SE7 for details. 


Playback of tape 


Selection of DOLBY NR_ Selection of reverse mode 


To wii high d — 
'o wind tape at high spee To stop playback 


1. Load a cassette tape. 
Side where tape 


Top side is exposed 
@ Open the tray. p Sie p 


+ 
l @ Insert a tape and close the <So5 
NS tray. ya 


Reverse side 


2. Start playback. 


> 
Press the key for the running —_ — 


© 
(a direction to be played. (el 


Playback of the — Playback of the 
reverse side top side 


When the power is ON and a cassette has been set in 
The tape direction lights AES advance to the cassette deck, playback will start just 
green. “" by setting the input selection to TAPE. 


SO ORI I RINNE RM, ORME 0S TOT REN 


To pause the tape 


" 
@ Press the <4 or m key to restart playback 


To wind tape at high speed , 


To fast wind in 7. To fast wind in 
SB direction ™ 


direction = 
@ Press the m key to stop fast winding 


Selection of reverse mode 
cD rev. mode 


ea; 


Each press switches the modes as follows. 
GY cto" lit.... Both sides are played. 
(The tape stops after recording 
_ onto both sides.} 
“ @iGoes off.. Only one side is played back (re- 
corded), and then the tape stops. 


To stop playback 


@ The tape direction lights red. 


Selection of DOLBY NR (noise Reduction) 


The Dolby NR system minimizes the hiss noise 
heard when playing tape. 


Dolby NR 


& 


Each press switches the modes as follows. 
[2 “B’ is lit ... Dolby B NR is used. 


} 


“C” is lit ... Dolby C NR is used. 
@ “B” and “C” notilit ... Dolby NR is not used. 


e Select the Dolby NR mode according to the recording 
condition of the tape. 


@ Set the tape correctly as shown in the figure. Wrong tape 
setting can cause trouble 

@ Normal (TYPE 1), high (TYPE I), or metal (TYPE IV) tape 
selection is set automatically 

@ Remove tape slack before loading 


Transport direction indicators 

The < and > indicators indicate the current direc- 
tion in which the tape advances when playback or 
recording is started automatically by the easy op- 
eration function, etc. This direction is the direction 
stored in memory when the tape was last stopped. 
{To change the direction, press the key for the de- 
sired playback direction, and then press the m@ key.) 


Transport direction indicators 


DPSS 


DPSS (Direct Program Search System) detects an unrecorded part of 4 seconds or more as the interval 
between tracks and permits easy operation of cassette tape like a CD. 


Skip search 


Plays the desired music program from the beginning by skipping programs until you reach the desired 


program. 


Up to 16 programs can be skipped. 


During playback of top side {while » is lit) 


' 


To play the next program : Press once. 
To play the 4th program 


after the current program : Press 4 times. 


SB 


To return to the beginning 


of the current program 


: Press once. 


To piay the 4th program 


before the current program : Press 5 times. 


During playback of reverse side {while is lit) 


To play the next program : Press once. 
To play the 4th program 
after the current program : Press 4 times. 


~ 


To return to the beginning 

of the current program : Press once. 
To play the 4th program 

before the current program : Press 5 times. 


Listening with fast forward for unrecorded portions (dash & play) 
Plays music programs repeatedly by skipping non-recorded spaces of more than 10 seconds. 


Main unit only 


Press simultaneously. 


@ The operation changes in reverse mode. 


"cp" lit.... The two tape sides are played 8 

- times, after which playback stops. 

@Goes off.. A tape side is played 8 times, after 
which playback stops. 


@ When the m key is pressed, playback stops and the 
dash & play is canceled. 


One-program repeat playback 
Plays a single music program repeatedly up to 16 times. 


Press during playback. 


During playback of re- During playback of top 
verse side (while dis fit) side {while » Is Hit) 
9° 


« ~ 
| LC @ The program being played will be repeated 16 times, 


é after which normal playback resumes. 


@ When the a key is pressed, playback stops and the one- 
program repeat is canceled. 


Rewind playback 
Rewinds tape to the beginning and restarts playback from there. 


Main unit only 


During playback of top side (while » is lit} During playback of reverse side (while <¢is iit) 


Press simuitaneously. Press simultaneously. 


e 2 
gam 


om 


@ Tapes containing several no-sound intervals of more than 4 seconds, such as conversation and talk tapes. 

@ Tapes containing pianissimo sections, such as classical music tape 

@ Tapes in which large noise is recorded in blanks between programs 

@ Tapes containing blanks between programs that are shorter than 4 seconds 

e Tapes recorded at low level 

@ Tapes recorded by cross-fade recording (in which the beginning of next program is overlapped on the end of 
previous program) 


da The DPSS may not function normally with the following kinds of tape 
(Notes) 


BSE? /OP-SE7/XSE7 (Ea/Ki 


Receiving broadcast station 


It is also possible to receive them by one-touch operations by storing up to 40 stations in the preset 
memory. 


One-by-one presetting (manual preset} 


Preset call 
band 1. Select the broadcast band. 
aN /, Each press alternates the band. 
1-FM 
C 2:AM 
To decrease To increase . 
frequency frequency ©: Selecta station. 
¥ Jc [When no stations have been memorized | 
Auto tuning : Each press receives the next station. 
Manual tuning : Press the key repeatedly or hold it depressed 
until a station is received. 


Remote control unit 


ay" re 


[ When stations have been memorized (preset call) 


Every time the key is pressed, the preset stations are switched over as 
follows. 


Press <for the order of 40-+39-+38 ... 3-+2-+1— 40... 


me 
Ss Press »ifor the order of 1+2-+3 ... 38--39—40— 1... 


Select a station 


One-by-one presetting (manual preset) 


@ Press the “enter” key during reception. 
enter 


Ls 


6 Select one of the preset numbers from 1 to 40. 


Presetting is cancelled when no 
operation is executed for 5 sec- 
onds of more. 


ones 


Presetting is cancelled when 
no operation is executed for 5 
seconds or more. 


© Press the “enter” key again. enter 


“MEMO.” !ights ‘for approx. 5 sec } 


@ Repeat steps @O@ to preset other stations. 

@ If several stations are preset under the same number, the 
previous memory is replaced with the latest memory 
contents 


The “TUNED” indicator lights 
when a Station is received 


@VVnen a «key Is held depressed, preset stations will be 
skipped at an interval of about 0.5 second 

@ Preset calls also can be made by numerical input via the 
numeric keys on the remote control. When the key for 
the tens digit nas been pressed erroneously at the time 
of put, press the +10 key severa! times to return to the 
original dispiay and then enter the number again 


Select the tuning mode. 
auto/mono 


aS 


Use the manual tuning mode when reception is 
noisy due to weak reception. (in the manual mode, 
stereo broadcasts are received in monaural.) 


Each press alternates the mode. 
m 1 “AUTO” lit (Auto tuning) 
“ 2>“AUTO” not lit (Manual 

tuning) 


b@ Normally, use the AUTO (Auto tuning) mode 


About display change during tuner reception 
The display will change each time the DISPLAY 
key is pressed. 


i ™ 1 Reception band/Frequency 
: _ 2 Preset number/Frequency 
i. 3 Clock 


Recording 


rs Note that this cassette deck cannot record onto Metal 
tapes. 


Ca 1.. Load a tape in deck. 


@ Open the tray of the cassette deck. 


Top side @ Insert a tape. 
<SR, ‘S © Close the tray. 
$ EE, 
Reverse | ° : e Differentiation between normal (TYPE I) and high 
side {TYPE Il) tape is set automatically 


e@ Remove tape slack before loading 


2. Select the tape transport direction. 
Check the tape transport direction 
indicator. [To reverse the transport direction | 


ro) @ Press the playback key for the direction to be played (lights green). 
“4 ~a © Stop playback (lights red). 
Cl C_] When recording is started, the tape is transported in the 
direction selected in this step. 
@ Wind the tape to the position where recording is to be 
started. 


Dolby NR rev. mode 3. Set the recording condition. 


«& © @ Select the reverse mode. 
@ Select the DOLBY NR mode. 


Temporary stop during recording 


- #0 
&O 


@ Press the record key to restart recording 


To interrupt recording 


An unrecorded section of about 4 sec is produced 
directly after the recording has been interrupted. 


46+ *2 
#O 


e@ Recording pause condition is reached after approxi- 
mately 4 sec 


°@, 


An unrecorded section of about 4 sec is pro- 
duced (auto recording mute) 

@ Obtain stop condition. 

@ Press the record key twice. 


About 
4 sec 


2G, #68"? 
a0 


@ An unrecorded section of about 4 sec is produced and 
recording pause condition is reached 


To end recording 


ck 


4. Select the source to be recorded. 


input selector 
L 


Select an input source other than 
“TAPE” input. 


The input source component to be recorded 
should be displayed 


R-SE7 


@ When the CD input is selected and if a disc has been set 


in tne CD player, its playback starts immediately. 


5. Start recording. 


* sy 


@Piay (or tune) the input 
source to be recorded. 
@ Start recording. 


Lights e 


&@,; 


@ The recording level is adjusted automatically when the 


CRLS function is used - 20. 


@ Recording stops automatically when the tape side({s) to 


be recorded have been fully recorded. 


* Basle section. 


To repeat a recording 
Return to the recording start position. 


Press the rewind key during recording. 


During recording of re- 
verse side (while «4s lit} 


M& = During recording 


— 22 of top side 


(while & is lit) 


e If there ts a non-recorded space of more than 4 seconds 
before the recording Start position, recording Is abortea 
and tape is rewound as shown below. 


Tape stops after 2 sec. of transport 


Recorded tune co Tune to be re-recordec 
——N 
iT [ 1% 
a eae Re-recording 
Blank of 4 sec. of more 


elf there is no recorded tune before, the tape will be 
rewound then stopped 


Automatic Adjustment of the Recording Level (CRLS) 


A standard recording level has been set in advance for the cassette deck (X-SE7), but when the CRLS 
function is used, the max. recording level is set automatically for the music source. 


@ Play the contents to be recorded 
tor receive the radio station to be recorded). 


@ Press the CRLS key. 


About 20 sec 


CRLS CRLS 


xO "%O 


If the key has never been pressed 
.The sound is recorded with the basic level set with the 
unit, . 

tf the key is pressed 
... The recording level is set automatically and stored in 
memory as the recording level to be used with the 
current input being selected. From the next time on, 
this recording level is set automatically for that input 
even if the key is not pressed 

To return to the basic level 
Hold the key depressed until the indicator goes off 
ifor approx. 3 seconds). 


e@ The recording evel setting completes in approx. 20 
seconds, after which the deck enters the record-pause 
mode 

@ It recording is started during the setting (while the CRLS 
indicator is blinking), distorted sound may be recorded. 

elf a non-recorded space of more than 3 seconds is 
detected after the CRLS key 1s pressed, the recording 
level setting is aborted 


Points for Recording from a CD or an MD 
For recording from a CD or an MD, playback from 
the music source and recording by the cassette deck 
can be started simultaneously (synchro recording 
function) when the cassette deck is set to record 
pause status in advance. 


@ Pause the CD or MD to be played. 

@ Use the skip keys (4 »P) to select the title 
to be recorded. (Pause will be reached at the 
beginning of the selected title.) 

Bring the cassette deck to recording pause 
condition. 

Q Start playback of the CD or MD. 

(Synchro recording will start.) 

@ The recording is stopped when the stop key of the 

playback unit is pressed 


| Dolby HX Pro 


activated automatically during recording with this unit 


The Dolby HX Pro headroom extension system records high frequencies such as the cymbal sound clearly by controlling 
the bias current during recording according to the frequency composition of the sound being recorded This system is 


IRI NEE 


Listening in the desired sequence (program playback) 


Any tracks on the discs in the tray can be lis- 
tened to in the desired sequence. (Max. 32 tracks) 


Select the “CD” input. 


Check that the CD player is in the stop made. 


DP-SE7 


P.MODE 
C Sera ic TRACK NO 


3 | Enter track Nos. in the order you want to play them. 


1 2 a e Up to 32 tracks can be programmed. When “FULL” is 
@ Select the track. (oe ans ea displayed, no more tracks can be programmed 
for 4 5 G @ When an error has been made, press the CLEAR key and 
Bees OO a mn select again 
iS = oon 
(eoca a 19 Blinks 
ieoeal Oo ; DP-SE7 
Within 8 seconds! as j nos tee 
6 Confirmation. Po Ge oe — 
fs P.MODE 
soqgm C J DP-SE7 
joo _ ae 
ne <4 oe aia 3 
looas) : ou : 


© Repeat steps @ and@ . 


Start playback. 


@ Tracks wil be played in the order they were programmed 
(in order of P Nos.). 


cb @ When the He or the mH key is pressed during play, the 

»/u program will jump to the preceding or the following track 
respectively. 

4 @ When the kd key is pressed once during playback, the 


play position returns to the beginning of the current track 
being played 


Application section 


To add a track to the program 
@ Select the track. 


2 


© Press the P. MODE key. 
To delete a programmed track 


P,.MODE 


Om 


(ones an) 
ooo 
OOD 


9 


@ When a track No. is entered, tne track will be added to 
tne end of tne existing program 


@ Each time the key is pressed, the last track will be 
deieted 
@ A track being played can not be deleted. 


Goes off 


DP-SE7 


TRACK NO. 


e If the key is pressed during playback, normal Playback in 
order of tracks resumes from the current track. 
® Cancellation atso is made by pressing the Open/Close key. 


| Auto space function 


This function 1s convenient for recording CD on a cassette tape. When the “space” key is pressed during programming 


| Of tracks, a non-recorded space of a few 
recorang tracks with these spaces on ta 


| (which works by searching the non-recorded spaces) can be performed rehably. 


space 


ae 


seconds will be created between tracks. (The SPACE indicator flashes.) By 
pe, the search and repeat play operations of tape using the DPSS function 


@ Even when the performances of two tracks are continu- 
ous (which occurs with classical or live recording mu- 
sic), the spaces will be created if they have different 
track Nos. 

@ To cancel the creation of space, press the “space” key 
again. 


Repeated playback 


Desired tracks or discs can be played back re- 
peatedly. 


' Select the “CD~ input. 


To repeat a disc 
@ Confirm that the “PGM” indicator is not lit. 


tithe “PGM” indicator islit, press 
the P.MODE key to turn it off. 


=) repeat 
omemmnenens) [1] 


Ott Jeo 


@ Start playback. 
Lee -y- mse 


To repeat only the programmed tracks 


@ Follow the procedure for “Listening in the 
desired sequence” to step & to program the 
tracks to be played. -~ 


@ Press the “repeat” key. 


fi 
Confirm that this is not hit. DP-SE7 


TRACK NO. 


Lights DP-SE7 


TRACK NQ>_REPEAT. 


To stop repeated playback 


Press the “repeat” key again. 


@ The “REPEAT” indicator goes off and the playback 
following the current mode of the CD player starts. 


To stop repeated playback 


Press the “repeat” key again. 

@ The “REPEAT™ indicator goes off and ‘the play- 
back following the current mode of the CD player 
starts 


Application section 


Pron fA SOE EAE 


Listening to an unexpected track sequence (random playback) 


As the tracks each time are selected randomly, 
the music can be enjoyed. 


Select the “CD” input. 


Confirm that the “PGM" indicator is not lit. 


Ifthe “PGM7 indicator is lit, press 
the P.MODE key to turn it off. 


Sa 


8 Press the RANDOM key. 


RANOOM 


To select another track in the middle of playing one 


P.CALL 


e Pressing the Meal key once returns to the 


Confirm that this ts not hit 
DP-SE7 


TRACK NO. 


TRACK 


® Playback stops after each track has been played once 
@ The random playback can also be repeated by pressing 
the “repeat” key 


To cancel random playback 


RANOOM 


@ From the track being played at this time, playback will 


Selecting the optimum recording method 


With this unit, the following edit recording is 
possible according to the purpose. 


Note that this cassette deck cannot 
record onto Metal tapes. 


eg 


If you want to avoid any tune being interrupted 
at the end of tape 


-_ 


| Giving preference to the tape length over the 
track sequence (time edit recording) ~ 36, 


Edit recording of CD is possible by the simple op- 
eration of entering the recording length of the tape. 


if you want to select the tracks to be recorded 
while playing a CD 


= 


| Recording only desired tracks 
| (ONE TOUCH EDIT... singte track recording) 
| 


Play a CD and, if a track you want to record starts, 
press the O.T.E. (One Touch Edit) key. The track will 
be recorded from the beginning. 


if you want to record a CD in order of track 
numbers 


= 


: One touch recording of an entire CD 
(ONE TOUCH EDIT....recording of all tracks) 


i 

| 

| Press the O.T.E. (One Touch Edit) key when in the 
| stop mode. The disc will start to be recorded. 

\ 


: Application section 


Giving preference to the tape length over the track sequence 
(time edit recording) 


When the tape recording time is specified, record- 
ing is executed with changing the track sequence 
so that no track will be interrupted when the tape 
direction is changed at the end of one side. 


Recording preparations are required.—(2] (Steps 1 to 4) ; H 


7 | Select the “EDIT” mode. Confirm that this 1s not lit 


@ Confirm that the “PGM” indicator is not lit. 


If the “PGM” indicator is lit, press the P, MODE key 
to turn it off. 


@ Press the EDIT key. EDIT Lo 
@ To cance! the EDIT mode, press the P.MODE key of the 


bees remote control unit 
Ba DP-SE? 
Ling 2 1 


cl The editing is ended when no opera- i 
gece tion is executed for 8 sec or more. Lo mom 


TRACK NO. 


' 


2 Enter the recording length of the tape. 


Press the numeric keys as shown below. 


Se 1 2 3 30-minute tape : |+40} {+10} [+10] |O 

oo oO on a 46-minute tape : |+710} {+10} [+10] [+10 iG 

fee, aaa 

soca 2 a 3 DP-SE7 
208) ona - - 


COO 


When the “time” key is pressed @ When automatic edition has been completed, the “EDIT” 


heft 
rod 
cae tepeatedly, a tape length of 46, 54, 60, indicator lights 
=~ @ When a wrong time has been entered, confirm that the 


or 90 minutes can be selected easily. , S 
After selection, press the EDIT key to EDIT” indicator is lit and start again from step 2. 


go to step EI. @ Up to 32 tracks can be edited 
e Every time the me key is pressed, the edited track 
Confirm that the “EDIT” indicator changes from numbers will be displayed in the changed order. Press 
flashing to steady lighting, and then go to step @. the mkey to return to the track number of the first track. 


Fl Start edit recording. 


OTE. | 


Cds i> 6 


@ The tape and CD stop automatically when recording has 
completed. 


es Depending on the combination of conditions frorn CD contents (number of tracks and length of the tracks) and 


sete ree : 


ARSE # “DPS 


Recording only desired tracks (one roucu eprz....single track record; 


At the time of CD playback, any desired track can 
be selected immediately for recording. 


When playing an MD with the DM-SE7 (option), | 
| the same procedure can be used to record only | 
| that track on tape. | 


Recording preparations are required.—(28; (Steps 1 to 4) 


7 | Play a CD. 


Select amode other than random 
play. 


| 2 | When you want to record a track being played, press the 0.T.E. key. — 


ir case the key is pressed wit track No.3 D 
O.T.E. 


@ Playback restarts from the beginning of the 
played and recording starts at the same tim« 


When recording has been completed, a non-re- 
corded portion of 4 seconds wil! be produced and , 
the cassette deck part will stop. The CD player will 

: enter temporary stop condition 


To record a different track, repeat the steps Hi and @. 


If you set CRLS beforehand you can enjoy better re- 
| cording. 


@ Both the cassette deck and CD player stop 


When the O.T.E. key is pressed while the CD 
player is in the stop mode, recording of a CD can 
be started at the same time as playback. 


When the DN-SE7 (option) is connected and the | 
input selector is set to “MD”, the same proce- 
dure can be used to make a one-touch record- 
ing of the entire MD on tape. 


i 


{ 
i 
i 


Recording preparations are required.~(] (Steps 1 to 4) : j 


Check that the CD player is in the stop mode. 


Step B also can be executed after the order of the 
tracks has been programmed. 


2 Press the 0.T.E. key. 


@ When recording a CD, set the input selector to CD 


O.T.E. 


@ Recording of CD starts at the same time as playback. ; 
@ When the tape direction is changed at the end of the: 
tape, no sound is recorded on the guide tape. When’ 
interruption of a track is to be avoided, restart recording. 
from the very beginning of the reverse side according to. 
"Recording" ~ 28) 


To end recording in the middle 


i 


Listening in Pure A Mode 


Setting to pure A operation mode (pure A) is 
recommended when listening with low volume 
close to the set or late at night. Then you can 
enjoy smooth high-quality sound with little 
distortion. 

Please use the normal mode to listen at higher 
volumes. 


ie 
bk: 


2) Play the music. 


3 Adjust the volume. 


volume pure A 
control i ; 

i 

CO) 

down up 


| CAUTION 
When pure A mode is selected, a certain amount of | 
| Power is used even when no music source is played 
back, and the temperature of the amplifier section 
| will rise. 


Lights 
“wun OA owe A 
pw 
Wa SQ 
RSET 
Carr cee nm 
Pon rte M1 
R-SE7 
| 
ir mai “| im 
[¥ i \ Li 


Volume indication 


@ The volume indication changes to an indication matching 
the low volume 

@ When this ts pressed again in pure A mode, normal mode 
will be obtained. (The pure A indicator goes out.} 


What is Pure A? 


The amplifier section amplifies the voltage and current of the input signal from the CD etc. and sends the output to the 
speakers. In order to suppress the distortion occurring with this amplification, amplifiers with class A operation or class AB 
operation always have current fiowing through the circuits for currentamplification. This is called the idling circuit. Especially 
an amplifier with class A operation has a high idling current in comparison to an amplifier with class AB operation, which 
is used by many units. As the result, class A operation has distortion suppressed to a minimum, and smooth playback with 
high quality is possible. However, as a certain ammount of power is consumed even when no music source is played, the 
temperature of the amplifier section will become comparatively high. Thus a high-class amplifier with a iarge-capacity 
1 power supply is required to enjoy the sound quality of class A operation 

The amplifier of this unit normally operates in class AB operation, but as the high sound quality.of class A operation can 
be enjoyed easily, a class A operation mode for listening at low volume {pure A) has been provided. Please enjoy the pure 
A sound quality when listening at low volume close to the set, late at night, etc 


This unit incorporates a clock function. Be sure 
to adjust the correct time before using the timer 


function. 


Ensure that the power is OFF. 


f 


Activate the clock adjustment mode. 


Example: Adjustment to 8:45 


— es| 7 
Or = O Se, auto/mono R SE? 
i \ 
— | it na j 
trid 4 i 
/ J 
@ The time display starts to blink 
2 | Enter the hour. 
oe 
—@QE RSE? 
[O° 
' — 
Coss _ 
Ob. dee Ci na 
oom * rrti 
To decrease To increase ms 
the figure the figure 
@ The time of the day is represented in 12-hour AM/PM 
method 


e Press the “enter” key. The hour ts entered and the 
minute display starts to blink 


e R-SE7 
—a@Qz — 
2 ae AT 
C88 Cina CMa Tm 
Ott fone} mya Lee) 
—| = wees “TIS 
To decrease To increase 
the figure the figure 
e @ |f you make a mistake, restart from the beginning 
e Toadjust correct time, press the “enter” key at the same 


enter 
aan | moment as a time announcement. 
So @ The time display blinks after a power failure or when the 
power cord has been unplugged from the AC outlet and 


nee Wore the itee 


OIE NO 


Operate easy To use Timer (0.T.T.} 


Playback of the selected input source starts at the specified time, and the power is switched off after one 
hour. This timer operates only once directly after setting. 
Sleep timer 


The power is turned OFF automatically after the specified period has elapsed. 
Timer playback, timer recording 


Playback of the selected source {or broadcast recording) will be executed for the set time. 
Al timer playback 


When timer playback starts, the volume increases gradually. 


Adjust the clock before setting the timer. 


Operate easy To use Timer (0.T.T.) 

Timer playback is possible simply by setting the time. 
The source selected last before the power was switched 
off will be played. One hour after start of timer play- 


d ay. The program timer does not operate during 
back, the power will be switched off automatically. 


Me playback by the O.T.T. timer. 


@ Select the source to be played and set the 


@ When the “tuning (V)” key Is pressea, the input source 
volume. will be displayed, and after a few seconds, the ON time 
@ Switch OFF the power supply. will be displayed 
© Press the “tuning (V)” key. ON time display R-SE7 
vw ining A 
a AM 


@ The ON time can be set in steps of 5 minutes 


oo = vi aa @tn case of combination with another timer, the input 
Sen fo source which operated last will be played 
75" To decrease _- v* To increase p play 
the figure “" ~~" * the figure 


@ Press the “enter” key. 


——) To cancel 


Press the “tuning (V)” key twice while the 


power is OFF. 
Adjust the clock before setting the timer. 
Sleep timer . . @ The power is turned OFF automatically after the set time 
Set the number of minutes after which the power has elapsed 
is to be turned OFF. e@Each press decreases the time by 10 minutes. The 
@Turn the power ON. maximum time that can be set ts 90 minutes 


90-+80—70...30-+20-+10--Cancel--90— 80... 


Lights R-SE7 


es 
ett 
mm heuer 


Duration for sleep timer 


To cancel 
DB 


Turn the power OFF or press the SLEEP key until 
the sleep time is cancelled. 


Appieauen s6CU08 


Timer programming 


This is a 24 hour timer. 
Select the time and duration for the operation and the contents, and select operation or no operation 
as required. 


Adjust the clock before setting the tirher. 


Make preparations for the play (recording). 


[eTo listen to radio Je To listen to CD | [e To listen to tape ] {| @ Listening to MD | i @ For recording ] 
The station should — Insert a disc. Setatapeintodeck. : Set a disc into the Make prepa- 
be preset prior to | (Program playback MD recorder. rations for re- 
the above. - 27: is not possible.) cording. ~(28) 


(Steps 1 to 4) 


For recording and playback with an MD 
recorder (DM-SE7}, also refer to the instruc- 
tion manual enclosed with the DM-SE7. 


2 Adjust the listening volume. 


@ For recording of broadcasts, muting becomes ON auto- 
matically when the power is switched on by the timer. 


Ff Set the on/standby switch to standby 


position. 
power 
CQ 
NN SS 
omstandby 
Select a program No. 
@ The “PROG.” indicator lights. 


eo @ When a timer reservation already has been made, the 
= contents wili change to the new settings 


R-SE7 


Gi Enter the ON time. 


7) 
3 i 
es V 
EEF) To decrease To increase 
the figure the figure 
[2] enter 


os 


a Enter the OFF time. 


(7) eee 


rw 
=a YS 


To decrease To increase 
the figure the figure 


= 


CIEE REPENS IEE EIS SIS NILES 


@ After entering the "hour" with the procedure in @and@, 
enter the “minute” using the same procedure 


R-SE7 
Ay 

Cio na > 7 a m1 

midi =, VAL LL pros 


@ If you commit a mistake, restart from step 


e@ After entering the “hour” with the procedure in @and@, 
enter the “minute” using the same procedure 


R-SE7 


@ if you commit a mistake, restart from step @ 


Make the desired reservation. 


For timer playback or Al timer playback Timer recording of radio broadcasts 


@ Select the mode. 
Be Select “PLAY” or “AI”. 


REC 


Le a Enter it. 


© Select the input source. 
ae Select the source to be played. 


Tet 
MD (DM-SE7) 
AUX 

Enter it. 


© Select the broadcast station (only when TUNER is 


selected). | 


Enter it. 


Zontinued on next page 


Select the preset station No. 


@O Select the mode. 


==" Select “REC”. 
" Sy 
.. Timer play él Ys PLAY 
Timer play with gradually ) [ Al 
increasing volume 4 


@ Select the input source. 


a Select the source 
‘A iM 
4 


to be played. 


(TUNER 
x AUX 
Ce s) Enter it. 


@ Select the broadcast station (only 
when TUNER is selected). 


LEW 
i C\\ 
L 
@ Select the recording unit. 


Select the preset 
station No. . 


Enter it. 


MD (DM-SE7} 


Enter it. 


8 Set the program. 
e The “PROG.” indicator lights 


4 oo R-SE7 
GOR 


Oot 


| 
es 1 PROG 
— = Tres 


@ The timer does not operate when no program Is set 


This completes the program timer reservation. Please refer to the following item for confirmation, 
changes, etc. 


[ Ensure that the power is OFF. | The reservation contents cannot be cleared. The 
ote) contents are cieared only when they are changed 


Check the reservation content. . 
@ The reserved contents will be displayed for 3 seconds 


per item. After this, the previous display content appears 
again . 
band 
Ch. 

S35 To change the reserved contents 

Restart the procedure of “Timer programming” 
from the beginning. 
When timer operation is not required 
Extinguish the program indication. Goes off 
| 

vy tuning A R-SE7 


Praerre 
=e Piet 0 go 


@ The reservation contents are held in memory 


: To set the same timer program again R-SE7 
Light the program indication. 


vy tuning vA 


—) Ce 


Lights 


@ Also prepare the disc or tape and adjust the listening 
volume 


Handling of discs and tapes 


OP SE /X SEF (En 7K) 


. Disc handling precautions 


Handling 
Hold compact discs so that you 
do not touch the playing surface 


@ Do not attacn paper oF tape to 
either tne playing side or the 
label side of compact discs 

@ The paste ieft on the tabei Sut- 
face atter @ sticker nas been 
peeled off is a factor which 
may cause malfunction 

~ Sticky paste ff the surtace is sticky due to 

remaining paste, be sure to 

Clean it with alcohol before use 


7 ™~ Lape! side 
Piaying side 


Sticker 


Discs which can be played with this unit 


Caution on disc used 


Cleaning 

Hf fingerprints or foreign matter be- 
come attached to the disc, tightly wipe | 
the disc with a soft cotton cloth (or | 
similari from tne center of the disc | 
outwards in @ radial manner | 


Storage 


! 
When a disc 1s not to be played for a 
CS) long period of time, remove it from the 
— 4 CD player and store it in its case 


. | 

| 

CD (12 cm, 8 cm), CDV {only the audio part) j 

@ With CD-G (CD Graphics) dis¢s, this unit can play only | 
the audio 

® Please do not use discs which are not round because 
they may cause a malfunction 


' 
| 
Never play cracked or warped disc. | 
During playback, the disc rotates at high speed in the 
player 
Therefore, to avoid malfunction, never use a cracked or | 
deformed disc or a disc repaired with tape or adhesive 
agent ; 
J 


Notes on cassette tape 


3afety tab (accidental erasure Prevention tab) 
stter an important recording has been finished, break the 
afety tab, to prevent the recorded contents from being 
fased or recorded on accidentally 


For A sidé 
For B side 


rere 
eee 


Tore-record 


SS 
NE 
Apply tape only to the position 
where the tab has been removed 


To store cassette tapes 

do not store the tapes in a place which is subject to direct 
sunlight, or near equipment that generates heat. Keep the 
cassette tapes away from any magnetic field 


In such a case, insert a pencil into the reel hole and wind 
the reel hub to remove the slack 


1.Longer tape than 110 minutes cassette tape 
fe Since longer tape than 110 minutes cassette tape ts 
very thin, the tape could adhere to the pinch roller or 
be easily cut. Itsrecommended that these tapes not 
be used with this unit to prevent nossihle amare 


2.Endless tapes 
Do not use an endless tape, as this could damage the 


When there is stack in the tape 
mechanism of the unit. 


Maintenance 


Cleaning the head section 


Cleaning the heads and peripheral components 
For maintaining the best condition of the deck and for 
tonger service life, always keep the heads (recording / 
playback / erase}, capstan and pinch roller clean 

For the cleaning, use a cleaning cassette available in audio 
stores. 

For details, read the instruction manual of your cleaning 
tape ‘ 


Demagnetizing the head 

When the recording / playback head is magnetized, the 
sound quality will deteriorate. in such a case, demagnetize 
the head using a commercially available demagnetizer 
(head eraser) 


Maintenance of the Set 
When the front panel, the case, etc. becomes dirty, wipe 
with a soft, dry cloth. Da not use thinner, alcohol, etc., as 
these can cause discoloration 


Do not use contact cleaners because it could cause a 
maifunction. Be specially careful not to use Contact clean- 
ers containing oil, for they may detorm the plastic compo- : 
nent 


When your unit needs to be repaired, bring the entire set | 


(Speakers excluded) to your deaier. | 
j 


Reference 


ED EEE OIE NIN 


m™) 


Beware of condensation 

When water vapor comes into contact with the surface of 
a cold material, condensation is produced. 

If condensation occurs, correct operation may not be 
possible, or the unit may not function correctly 

This is not a malfunction, nowever, and the unit should be 
dried-out. 

(To do this, turn the power switch ON and leave the unit 
as it is for several hours } 


Be especially careful in the following conditions: 

@ When the unit is brought from a cold piace to a warm 
piace, and there is a large temperature difference 

@ When a heater starts operating. 


i 
i 
1 
i 
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@ When the unit is brought from an air-conditioned place 


toa place of high temperature with high humidity 

@ When there is a large difference between the ternal 
temperature of the unit and the ambient temperature, 
or in conditions where condensation occurs easily. 


Dolby noise reduction and HX Pro headroom extension 
manufactured under licence from Dolby Laboratories | 
Licensing Corporation. HX Pro originated by Bang & } 
Olufsen t 
“DOLBY”, the double-D symbol and “HX PRO” are 
trademarks of Dolby Laboratories Licensing Corporation | 


Note related to transportation and movement | 


(CD player) 
Before transporting or moving this unit, carry out | 
the following operations. 


1. Turn the power ON but do not ioad a disc 


2. Wait a tew seconds and venfy that the display i 
shown appears 


DP-SE7 


3. Turn the power OFF 


Memory backup function 


_ 
Stored contents which ; Clock display 
are cleared immediately 
when power plug is un- | 
plugged from power out- 


let 

Stored contents which | Amplifier 

are cleared in at least a | POWER status (ON or 
day after power plug is | OFF) 


unplugged from power | 
outlet 


Input selection 

Volume control value 
Tuner unit 

Receiving band 

Frequency 

Preset stations 

Program settings 


WARNING NOTICE: 

IN MOST CASES IT IS AN INFRINGEMENT OF COPY- 
RIGHT TO MAKE COPIES OF TAPES OR DISCS WITH- 
OUT THE PERMISSION OF THE COPYRIGHT OWN- 
ERS. ANYONE WISHING TO COPY COMMERCIALLY 
AVAILABLE TAPES OR DISC SHOULD CONTACT THE 
MECHANICAL COPYRIGHT PROTECTION SOCIETY 
LIMITED 


CD accessories 

The CD accessories (stabilizer, protection sheet, protec- 
tion ring, etc.) which are marketed for improving the 
sound quality or protecting discs as well as the disc 
cleaner should not be used with this system because 
they may cause malfunction 


Receiver unit, speakers 


[ssi ERERB Saee ee ee 


After presetting, reception is not 
possible with preset call. 


e The frequency of the preset sta- 
tion Is not tunable 

e The presetmemoryhas been cleared 
because the power cord has been 
unplugged for a long period. 


PROE YE SOPSSE SPR OE YZ [ENS KK] 


@ Preset stations with tunable fre- ~(2Z. 
quencies. 
@ Preset stations again. 


Cassette deck unit 


Sound cannot be produced by 
pressing the play key or no opera- 
tion occurs even when an opera- 
tion key is pressed. 


@ The head is dirty 


@ The tape is wound too tight due to 
irregular winding 
@ A nonrecorded tape is played 


@ Clean the head referring to “Maintenance 
array 


2 
@ Try another tape. 


@ Play a recorded tape. 


No operation occurs even when 
an operation key is pressed. 


@ The operation keyis pressedinless than 
4 seconds after turning the power ON. 

@ A tape is not inserted in the unit. 

@ The tape is wound too tight due to 
irregular winding 

@ The tape is fully wound to one of 
the reels. 


@ Press operation keys after waiting for 
more than 4 seconds. wre 

@ insert a tape 

@ Try another tape. 


2h 


e@ Change the tape transport direction or re- 
verse the tape insertion orientation. ~[23° 


The DPSS maifunctions. 


e@ The tape used is not suitable for 
DPSS, for example the spaces be- 
tween tunes may be too short. 


@ Refer to “DPSS”. 


The tray does not open when the 
Open/Close key is pressed. 


@ The key is pressed during recording. 
@ The microcomputer is malfunction- 
ing due to external noise. 


® Press in stop mode. ~B 
@ Unplug the power cord and plug it again. 
= 2) 


Sound is harsh or high 


@ The head is dirty 


@ Clean the head referring to “Maintenance”. 


frequencies are not reproduced. ~ (46, 
@ The tape is stretched or shrunk. @ Try another tape. 
Sound is distorted. e@ The recording revel has not been | @ Refer to “Recording”. ~28 


set with the CRLS key. 
e@The tape being played was re- 
corded with distorted sound. 


@ Try another tape. 


Noise is noticeable. 


@ The tape head is magnetized 
e External noise is induced. 


@ Atape recorded with Dolby NR ON 
is played with Dolby NR OFF 


e Demagnetize the head referring to ” Main- 
tenance”. ~ 746) 

@ Install the system at a distance from other 
electric appliances and TV. 


@ Set the Dolby NR to on. . 22 


Sound fluctuates. 


@ The capstans or pinch rollers are dirty. 


@ The tape is wound irregularly. 


@ Clean the head referring to “Maintenance”. 
~ (a) 

@ Wind the tape again by fast forwarding, 
rewinding or playing from an end to the 
other. - 23: 


3 
3 
F 
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FALSE? /DP-SE/ /X-SET feng 
What appears to be a malfunction may not always be serious. ff your unit should not perform as expected, consul 
the table below to see if the problem can be corrected before seeking help from your dealer or service representative, 


Operation to reset 


it to normal condition. 


left the factory 


The microcomputer may fall into malfunction (impos- 
sibility to operate, erroneous display, etc.) when the 
power cord is unplugged while power is ON or due 
to an external factor. In this case, execute the follow- 
ing procedure to reset the microcomputer and return 


@ Please note that resetting the microcomputer, clears 
the contents stored in it returns it to condition when it 


R-SE7 


| DP-SE7 


Pull the power plug from the receptacle, and then 


Pull the power plug from the receptacle, and then 
Plug it in again while keeping the “on/standby” 
key pressed. 


plug it in again. 


X-SE7 


pressed. 


| Pull the power plug from the receptacle, and then 
Plug it in again while keeping the “stop (m)” key 


Receiver unit, speakers 
Sh, Symptom S45 


Sound is not produced. 


as: ae 


The speaker cords are discon- 
nected 

@ The volume contro! is set to the 
minimum position 

@ The MUTE switch of remote con- 
trol unit is switched ON 

The headphone plug is inserted 


e@Connect properly referring to 
“System connection” 

@ Adjust to an required voiume. 

@ Switch MUTE OFF 


@ Unplug the headphone plug 


er 


left or right speakers. 


nected. 


into the jack. 
All digits of the display section | @ The speaker cords are short-cir- | @ TurnthepowerOFF, removetheshort ~ Te: 
show flashing indication of “--” cuited circuit and turn the power ON again. 
and no sound is put out. 
Sound is not produced from the | e The speaker cords are discon- | # Connect properly referring to +L12. 


“System connection” 


The clock display blinks without 
changing the figures. 


@ There was a power failure 
@ The power cord was unplugged 
from the outlet. 


@ Adjust the present time again 
@ Adjust the present time again 


Timer operation is not possible. 


@ The present time has not been ad- 
justed or there was a power failure 

@ The timer ON time and OFF time 
have not been set 

e@ The trmer execution was not set 

1» UP 


@ Adjust the present time referring 
to “Clock adjustment” 
@ Set the timer ON time and OFF time 


@ Press the “Tuning (A)” 
up the execution 


key to set 


Radio stations cannot be received. 


@ Theantennashavenotbeenconnected 

eA proper broadcasting band has 
not been selected 

@ The frequency of the station to be 
received is not tuned. 


e Connect antennas 
@ Select a band. 


@ Tune to the frequency of the de- 
sired station 


Noise interferes. 


@ Car ignition noise 
@ Influence of an electric appliance 


; @A TV set is installed near the sys- 
tem 


@ install the outdoor antenna in an 
apart position from the road 

@ Switch the suspected electric ap- 
pliance OFF 

@ Install the TV or the system at an 
increased distance between them. 


Receiver (R-SE7) 
[Amplifier section] 

Rated power output 

Class AB operation 


20 watts per channel minimum RMS, both chan- 
nels driven, at 6 ©, 1 kHz with no more than 10 % 


total harmonic distortion. 


(DIN) 1 kHz at 6 2, 0.7 % T.H.D.......... 
Class A operation 


15 W+ 15 W 


1 
7.5 watts per channel minimum RMS, both chan- 
nels driven, at 6 2, 1 kHz with no more than 10 % 


total harmonic distortion. 


Total harmonic distortion 
Frequency response......... 
Input sensitivity / Impedance 


Output level / Impedance 
SUPER WOOFER PRE OUT 
TAPE REC 

Signal to noise ratio 


[FM Tuner section] 


Usable sensitivity (DIN) 
MONO 


Signal to noise ratio 
(DIN weighted at 1 kHz, 65.2 dBt input} 
MONO . 
STEREO 

Selectivity (DIN +300 kHz) 

Stereo separation (DIN at 1 kHz 


[AM Tuner section] 
Tuning frequency range. 
Usable sensitivity (30% ma: 


N 20 dB) 


Signal to noise ra 


{at 30% mod., 1 mV input) 


Output level / Impedance (30% mod., 1 mV input) 
sere 0.18 VJ 1k 


General 
Power consumption 
Dimensions ........... 


Weight (net) 


0.02% (1 kHz, 10 W, 6 £2} 
Hz ~ 40 kHz, +0 dB, -3 dB 


200 mV / 47 kQ 


2.0V/1kQ 
00 mV / 1k 


ceeeaecenseeseeeseeseaeseaessaeseasentastenecensceneeenonay 96 dB (IHF’66) 


Tuning frequency range............ 87.5 MHz ~ 108.0 MHz 


» 1.2 pV (75 Q) / 13.2 dBf (40 kHz DEV., S/N 26 dB) 


. 65 dB 
58 dB 
64 dB 
35 dB 
530 kHz ~ 1,700 kHz 
- 15 pV / (500 pV/m) 


. 48 dB 


RSE? /DP-SE?7 /X-SE? [En /K} 


CD player (DP-SE7) 
Laser........... 
Playing rotation... 
Frequency respense 
Signal to noise ratio 
Dynamic range .... 
Total harmonic distortion 


.. Semiconductor laser 
'00 rpm ~ 500 rpm (CLV) 
4 Hz ~ 20 kHz, 21.0 dB 
More than 100 dB 
More than 95 dB 


Less than 0.005 % (at 1 kHz) 
More than 92 dB (at 1 kHz) 
Unmeasurable Limit 


Channel separation 
Wow & Flutter .. 
Output level / Impedance 


FRKO ooo. eect este enters nee ceeseeeseeseenenvenees V2V/1kQ 
Digital output 
Optical oe cereeeeeeee ~15 dBm ~ -21 dBm 


(wave length 660 nm} 


General 
Power consumption...... 
AC outlet (UNSWITCHED) 
Dimensions . 


H: 77mm 
D: 249 mm 
Weight (net)... ccs ccntsceeeesaeeseaeaee 2.0 kg 
Cassette deck (X-SE7} 
Track .. . 4-track, 2-channel stereo 


Recording system ... .. AC bias system 


(Frequency: 105 kHz) 


Heads 
Playback / recording head. 
Erasing head. 

Motors......... 

Wow and flutter 

Fast winding time 


-1 


aay 


0.1 % (W.R.M.S.} 
Approx. 110 seconds 
({C-60 tape) 


Frequency response 
TYPE I tape 
TYPE EI tap: 

Signal to noise ratio 
Dolby B NR ON 
Dolby C NR ON 
Dolby NR OFF .. 

input sensitivity / Impedance 

Output level / Impedance ...... 


. 40 Hz to 18,000 Hz, +3 dB 
. 40 Hz to 19,000 Hz, +3 dB 


67 dB (CrO2 tape} 
73 dB {CrO2 tape) 
60 dB (CrOz2 tape) 
77.5 mV / 47 kQ 
775 mV / 10 kQ 


General 
Power consumption 14W 
AC outlet (UNSWITCHED) 1 (max 100W) 
Dimensions . a W: 200 mm 
H: 77mm 
249mm 
Weight (net) . 2.2kg 


da 1. KENWOOD follows a policy of continuous advancements in development. For this reason specifications may 
(Notes 


be changed witnout notice 


2. Sufficient performance may not be possible at very low temperatures (0°C or less} 


For Canada 


iC REGULATION | 
NOTICE: This Class B digital apparatus meets all | 
requirements of the Canadian Interference- | 
Causing Equipment Regulations | 
REMARQUE: Cet appareil numérique de laclasse | 
B respecte toutes les exigences du Reglement 


